* Granular cr solid flux filled headed studs
conforming fo Article 1006.32 of the Std.
Specs., automatically end welded.
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All bolts shall be burned, sawed,
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WELDED RAIL JOINT

ROLLED RAIL JOINT
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EXTRUDED RAIL  WELDED RAIL LOCKING EDGE

RAIL SPLICE
The inside of the locking edge
rafl groove s be free of weld

residue,
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Top of locking
// edge rail

Notes:

The strip seal shall be made continuous and shall have a minimum thickness
of ;" The configuration of the strip seal shall match the configuration of the
Locking Edge Rails. Open or ‘webbed" strip sec nd configurations are not
permifted. The gland shall be sized for a maximum rated movement of 4 inches.
The height and thickness of the Locking Edge Rails shown are minimum
dimensions. The actual configuration of the Locking Edge Rails and maiching
strip seal may vary from manufacturcr to monufacturer. Flanged edge rails will
not be allowed. Lo jge Rails may be spliced af slope discontinuities
and stage construc Jjeints.

The manufacturer’s recommended instaliation methods shall be folfowed.

The joint opening and deck dimensions detailed on the superstructure are
pased on a rolled rail expansion joint. IT the Confractor elects to use the
welded rail expansion t, the cpening and deck dimensions shall be modified
according to the dimens detailed on this sheet. Required modifications
shall be made at no additional cost to the State.

All steel components shall be galvanized affer fabrication according to
Article 520.03 of the Standard Specifications.
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AT PARAPET AT SIDEWALK OR MEDIAN
Shorter plates with @ single row of studs
ANCHOR /f at 127 cfs. may be necessary on medions
(for weided rall) which are shailower than 97, See
manufacturer’s recammendation.
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POINT BLOCK DETAILS
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alfred benesch & company
Engineers - Surveycrs - Planners
205 North Michigan Avenue, Suite 2400
Chicago, lllinois 60601

312-565-0450 Job No. 10050
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